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THERMAL CHARACTERISTICS

GRADE MAX OPERATING TEMP - °C REV TEMP COEFF - Br (TC a(Br) %/°C)

SAM 15 150 0.032-0.037

SAM 5 150 0.032-0.037

SAM 15R 150 0.032-0.037

SAMLET 9R 120 0.032-0.037

SAM13A 150 0.032-0.037

SAMLET 10A 120 0.032-0.037

SAM 15A 150 0.032-0.037

SAM 11R 150 0.032-0.037

SAM 17 150 0.032-0.037

SAMLET 3 120 0.032-0.037

SAMLET 7R 120 0.032-0.037

SAMLET 8A 120 0.032-0.037

GRADE Br (mT) Br (KGs) Hcb (KA/m) Hcb (KOe) Hcj (KA/m) Hcj (KOe) (BH)Max (KJ/m3) (BH)Max (MGOe)

SAM 15 780-810 7.8-8.1 470-520 9.0-12.0 720-950 12.0-14.0 112-120 14.0-15.0

SAM 5 460-490 4.6-4.9 310-350 3.9-4.4 720-1030 9.0-13.0 38-44 4.7-5.5

SAM 15R 680-830 6.8-8.3 430-540 5.4-6.8 640-870 8.0-11.0 80-120 10.0-15.0

SAMLET 9R 620-660 6.2-6.6 380-440 4.6-5.6 720-950 9.0-12.0 60-76 7.5-9.5

SAM13A 730-760 7.3-7.6 440-510 5.6-6.4 720-950 9.0-12.0 96-104 12.0-13.0

SAMLET 10A 640-680 6.4-6.8 410-490 5.2-6.2 720-950 9.0-12.0 68-84 8.5-10.5

SAM 15A 780-810 7.8-8.1 480-520 6.0-6.6 720-950 9.0-12.0 112-120 14.0-15.0

SAM 11R 650-780 6.5-7.8 390-500 4.9-6.3 640-870 8.0-11.0 64-112 8.0-14.0

SAM 17 860-890 8.6-8.9 490-540 6.2-6.8 720-950 9.0-12.0 128-136 16.0-17.0

SAMLET 3 320-370 3.2-3.7 200-260 2.5-3.3 720-950 9.0-12.0 18.0-22.0 2.2-2.7

SAMLET 7R 540-580 5.4-5.8 340-410 4.2-5.2 720-950 9.0-12.0 48.0-60.0 6.0-7.5

SAMLET 8A 570-620 5.7-6.2 380-440 4.6-5.6 720-950 9.0-12.0 58.0-68.0 7.0-8.5

CONTACT IMI FOR THERMAL INFORMATION
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