
MAGNETIC CHARACTERISTICS

SINTERED  
ALNICO

GRADE Br (mT) Br (KGs) Hcb (KA/m) Hcb (KOe) (BH)Max (KJ/m3) (BH)Max (MGOe)

FLN8 550 5.5 42 0.53 9 1.13

FLNG12 700 7 48 0.6 1.4 1.55

FLNGT14 570 5.7 76 0.95 15 1.75

FLNGT18 600 6 88 1.1 20 2.25

FLNG28 1050 10.5 46 0.58 28 3.5

FLNGT28 1000 10 56 0.7 28 3.5

FLNGT31 780 7.8 104 1.3 33 3.9

FLNG32 780 7.8 100 1.25 28 3.5

FLNGT33J 650 6.5 136 1.7 31 4.15

FLNG34 1100 11 50 0.6 34 4.3

FLNGT38 800 8 123 1.55 38 4.75

FLNG36 680 6.8 136 1.7 36 4.5

FLNG38 800 8 120 1.5 38 4.75

FLNGT42 880 8.8 120 1.5 42 5.3
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THERMAL CHARACTERISTICS

GRADE MAX OPERATING TEMP - °C CURIE TEMP - %/°C REV TEMP COEFF - Br (TC a(Br) %/°C)

FLN8 450 760 -0.022

FLNG12 450 810 -0.014

FLNGT14 450 850 -0.02

FLNGT18 450 850 -0.02

FLNG28 450 850 -0.016

FLNGT28 450 850 -0.02

FLNGT31 450 850 -0.02

FLNG32 450 850 -0.02

FLNGT33J 450 850 -0.025

FLNG34 450 850 -0.016

FLNGT38 450 850 -0.02

FLNG36 450 850 -0.02

FLNG38 450 850 -0.02

FLNGT42 450 820 -0.025
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