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SINTERED RADIAL

NEODYMIUM

MAGNETIC CHARACTERISTICS

GRADE
N35
N38
N40
N42

N35H

N38H

N40H

N42H

N35SH

N38SH

N40SH

N33UH

N35UH

HP40H

HP35SH
HP33UH

Br (mT)
1.18-1.23
1.23-1.26
1.26-1.29
1.29-1.33
1.18-123
1.23-1.26
1.26-1.29
1.29-1.33
1.18-1.23
123-1.26
1.26-129
1.14-1.18
1.18-1.23
1.26-1.29
1.18-1.23
1.14-1.18

Br (KGs)
11.8-123
123-126
126-12.9
129-13.3
11.8-123
12.3-12.6
12.6-12.9
129-133
118-12.3
12.3-12.6
126-129
114-11.8
11.8-123
126-129
11.8-123
114-11.8

Heb (KA/m)
868
899
907
915
868
899
923
955
876
907
939
852
860
923
876
852

Heb (KOe)
109
113
114
115
109
113
116

12
11
114
116
10.7
108
116
11
10.7

CONTACT IMI FOR THERMAL INFORMATION

Hej (KA/m)

955

955

955

955

1353
1353
1353
1353
1592
1592
1592
1989
1989
1353
1592
1989

3100 Cascade Dr., Valparaiso, IN 46383 / 219-465-1998 / info@imimagnets.com / imimagnets.com

Hej (KOe)
12
12
12
12
17
17
17
17
20
20
20
25
25
17
20
25

(BH)Max (K)/m?)
263-287
287-311
302-327
318-342
263-287
287-311
302-327
318-342
263-287
287-311
302-326
247-271
263-287
302-327
263-287
247-271

(BH)Max (MGOe)
33-36
36-39
38-41
40-43
33-36
36-39
38-41
40-43
33-36
36-39
38-41
31-34
33-36
38-41
33-36
31-34
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